


Accessories

XFF-MPL
XFF-MPP
$284.00

XFF-CPL
XFF-CPP
$119.00

XFF-APL
$284.00
3.1 1b (1.4kg)

XFF-RLF
$284.00
4.2 Ib (1.9kg)

MST-4NJ
$490.00
3.11b (1.4kg)

MST-4NN
$645.00

XF-B
$165.00
3.11b (1.4kg)

XF-SS5
$181.00
1.8 Ib (0.8kg)

XF-SS5-NN
$335.00

XF-SS10
$181.00
3.5 Ib (1.9kg)

XF-SS10-NN
$335.00

XF400-KIT
$525.00
7.8 Ib (3.5kg)

A18*
$235.00
3.0 Ib (1.4kg)

4.5" (11.4cm) Height
4.5" (11.4cm) Width
6.5" (16.5cm) Depth
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CCROSSFIRE"SERIES

XFF-MPL - FLANGE MOUNT 3” ANSI 150 INLET (75mm)

XFF-MPP - FLANGE MOUNT 4” ANSI 150 & 4” NPTF INLET (102mm) For use on riser with
companion flange. Compact, hardcoat anodized aluminum adapter allows the CROSSFIRE monitor
to be easily utilized as a truck mounted deluge appliance. Hardware and gasket included.

XFF-MPL | 3"ANSI 1504 | 4)5/8-11x3 | NONE | 5" (12.7cm) | 75" (19.1cm) | 6.9 1b (2.4kg)
XFF-MPP [ 4"ANSI150# | 8)5/8-11X3 | 4NPTF | 8'(20.3cm) | 9"(22.9cm) | 111b (3.1kg)

= XFF-CPL - COMPANION FLANGE KIT 3” ANSI 150

_=_
=—""="" XFF-CPP- COMPANION FLANGE KIT 4" ANSI 150 - 3" or 4 NPT, 150 Ib. ANSI cast aluminum, gasket
o included. Uses 5/8” (15.8mm) bolts (not included)
XFF-CPL 3NPTF 3" ANSI 1504 4 75" (19.1cm) | 3.01b(1.4kg)
XFF-CPP 4ANPTF 4" ANSI 150# 9" (22.9cm) 4.41b (2.0kg)

XFF-APL - TRUCK ADAPTER, 3.0” NPT FEMALE Can be screwed directly on a 3.0” NPT (75mm)
male thread. This compact, hardcoat anodized adapter allows the Crossfire monitor to be easily utilized
as a truck mounted deluge appliance. 4.5” dia. (110mm) Height: 5.0”. (125mm)

XFF-RLF - EXTEND-A-GUN RC3/CROSSFIRE ADAPTER - This compact, hardcoat anodized adapter
attaches to the electronically raised Extend-A-Gun RC3, allowing the Crossfire monitor to be easily
utilized as a truck mounted deluge appliance. 6.7” dia. (170mm) Height: 7.0” (178mm)

MST-4NJ - 4 STACKED TIPS, 2.5” NH (65mm) Designed for monitor use, these
lightweight tips are hardcoat anodized, allow four orifice options in one, and have
pressure/flow charts laser engraved on each tip. 2.5” NH (65mm) swivel coupling
is standard. Orifice openings are 2”, 1.75”, 1.5”, and 1.375”. (50mm, 45mm, 38mm
and 35mm) Length 16.9”. (42.9cm)

MST-4NN - 4 STACKED TIPS, 3.5" NH (89mm) Same as above (MST-4NJ) but
with 3.5” NH (89mm) swivel coupling is standard.

XF-B - CROSSFIRE STORAGE BRACKET A 13 ga., 304 stainless steel bracket
with strap holds the Stow-A-Way 800 or the Safe-Tak 1250 portable base securely

while being transported. This 14.75” x 7.75” x 2" (37.5 x 19.7 x 5.1cm)bracket can
be mounted vertically or horizontally in any position, including the top or underside
of a shelf, on a side wall, or on a compartment door. Includes quick release storage

strap.

XF-SS5 - STREAM STRAIGHTENER 5” L. 2.5” NH (65mm) THREADS

XF-SS810 - STREAM STRAIGHTENER 10” L. 2.5” NH (65mm) THREADS -Extruded aluminum
vanes straighten smooth bore streams to provide greater reach with less turbulence. 2.5” NH
(65mm) RIGID inlet and outlet threads are standard. XF-SS5 = 5” (125mm) vane length and
XF-SS10 = 10” (250mm) vane length.

XF-SS5-NN - STREAM STRAIGHTENER 5” L. 3.5” NH (89mm) THREADS - Same as XF-SS5

above but with 3.5” inlet x 2.5” outlet. 4.6lb (1.6kg)

XF-SS10-NN - STREAM STRAIGHTENER 10” L. 3.5” NH (89mm) THREADS- Same as XF-
SS10 above but with 3.5” inlet x 2.5” outlet. 6.25 Ib (2.8kg)

XF400-KIT - TRUCK MOUNTING BLOCKKIT for direct mounting of the portable
base on a truck deck. Allows for use as a deck gun and can be easily removed
for portable use when needed. Includes truck mount block with anchor pins and
bottom plate for Stow-A-Way 800 or Safe-Tak 1250 portable base.

\ TRUCK MOUNT
PLATE

AND BRACKET

A18 Series - PRESSURE RELIEF VALVE - is
adjustable from 50 to 200 psi (3 to 14 bar) with
easy to see 25 psi increments. See page 135 for
model numbers.

NH: National Hose threads per NFPA 1963 Edition 2003
NPSH: National Pipe Straight Hose threads per ANSI/ASME B1.20.7-1991 (R1998) 77
NPT: American National Standard Taper Pipe Threads per ANSI/ASME B1.20.1-1983 (R1992)



