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2.5” (65mm) DUAL FORCE SERIES 
95-300 GPM (360-1160 l/min) 
95-250 GPM (360-960 l/min) low pressure

FoamJet Models for Handline Series 
FJ-H & FJ-HMX

NH: National Hose threads per NFPA 1963 Edition 2003
NPSH: National Pipe Straight Hose threads per ANSI/ASME B1.20.7-1991 (R1998)
Add the following suffix to the model number for NPSH threads:  -IJ for 2.5" NPSH

E-Z Selection Charts

2.5” Automatic 
Dual Pressure 
Nozzles

Nozzle Tip Only Nozzle w/Shutoff Nozzle w/Shutoff
& Pistol Grip

Nozzle w/Shutoff 
Pistol Grip & 

Extended Body
100/55 psi

2.5" NH Threads HD-2TO HD-2V HD-2VPGI HD-2VPG

100/55 psi
2.5" NPSH Threads HD-2TO-IJ HD-2V-IJ HD-2VPGI-IJ HD-2VPG-IJ

75/45 psi
2.5" NH Threads HDL-2TO HDL-2V HDL-2VPGI HDL-2VPG

75/45 psi
2.5" NPSH Threads HDL-2TO-IJ HDL-2V-IJ HDL-2VPGI-IJ HDL-2VPG-IJ

2.5” Automatic 
Dual Pressure 
Nozzles

100/55 psi
2.5" NH Threads HD -2BLITZ

100/55 psi
2.5" NPSH Threads HD -2BLITZ-IJ

75/45 psi
2.5" NH Threads HDL-2BLITZ

Nozzle w/Shutoff & 
Playpipe Grip

75/45 psi
2.5" NPSH Threads HDL-2BLITZ-IJ


